
GENERAL INFORMATION 

Level 0
E

755 m² 

Yes
2 x double door 

No

709 Chairs in a regular set up: Block A 175, Block B: 115, Black C:175, Block D: 122, E 122, 

CAPACITY  

Theatre set up 

School set up 

Cabaret 

m2 sq. ft.

inspiring
people

FORUM Forum Centre Ground floor 

755 8,127 709 

Entrance

Surface 

Length x width x height 

Furnishing 

Door 

Maximum floor load 

Loading goods

Elevator

(Wheelchair) accessibility 

Columns

Catering 

Daylight

Darkening   

Electricity  

Lighting 

Hanging options

U-shape set up 
Boardroom 
Diner 
Reception -

-

-

-

-

27 x 27 m
8,127 sq.ft.

Carpet in Forum and tiles in the Lounge Forum

Room is accessible via double doors

Via entrance E
In the Forum Lounge near room E002

Ground floor. Elevator present  near room E002 through entrance E

Via webshop or your accountmanager 

Blinds are present

 Light table: Micron 4D. Dimmable. BEO 2,5 KW 48 rounds. Spots: ADB F 201 (12 ) I (8) I   
ADB DN zoom/profile (12) I Desisty fresnel (10)

 There are no hanging spots present

Yes
Yes

Yes

Yes

Yes

No

Yes

No



TECHNICAL FACILITIES 

Beamer 

Projection screen

Flatscreen

Network 

Soundsystem 

Technical room 

Translation booth 

Stage

Stage lighting 

Lighting truss

FACILITIES NEARBY  

Lounges, meeting room 

Cloakroom 

Toilets 

First Aid Post

Parking

Forum room, E001, E002, on the first floor: Ruby Lounge, E101 t/m E108.

Near the reception in the Forum Lounge, there is a big cloakroom present.

Near the cloakroom in the Forum Lounge, there are seperate men and woman 

toilets. Woman toilet has 16 toilets, men toilet has 8 toilets and 10 urninoirs. 

Near hall 9 and 11.

P7 or P3

SPECIFICATIONS

10 x 5 m

RAI wifi is the public wifi in the Congress Centre and organisers offices. It is suitable for meetings 
and conventions hosting up to 1,500 visitors per day. RAI wifi supports basic intern usage, such as 
e-mailing, browsing and social media (max 2 Mbps per device) - and is not suited for the use of 
event apps, heavy downloading or for use during interactive sessions, workshops, voting or 
comparable functions. Visitors can connect to the network by switching on wifi on their device 
and selecting the 'RAI wifi' network. Automatically a page will be displayed where the user has to 
accept our Terms & Conditions.

15.90 x 3.94 x 0.70 m. Not registerd as theatre. Surface of the Forum stage is in front of the curtain 

68m². Incl space after the curtains is 96m². Onemanshow is possible. 

Effects in the cabine and room
Effects in the cabine and room

No
Yes

No

Yes

Yes

Yes

Yes

Yes
Yes

Yes

Yes

Yes

Yes

Yes

Yes

Speakersystem EV Line Array, 2 x 8 EV XLD- 281, 2 x 2 EV XLD-212, 8 x EV XLE, 2 x EV X  sub, 4 x 
EV XI 1082 frontfi lls, 2 x E V SXA 250 floormonitor. Amplifiers 9 x EV CP 2200  amplifier, 4 x EV 
CP 3000s amplifier, 1 x EV CP 1800 amplifier. Sound table Midas Vero after 320 in cabine.   
Cabine speakers: 2 x EVID 6.2 monitor.

Cabine speakers: 2 x EVID 6.2 monitor




