
GENERAL INFORMATION 

Level 1
F

1,600 m² 

Yes

Yes 

Yes

Yes

CAPACITY  

Theatre set up 

School set up 

Cabaret 

m2 sq. ft.

inspiring
people

Park Foyer Park Centre first floor 

1,600 17,222 1440 

Entrance

Surface 

Length x width x height 

Furnishing 

Doors 

Maximum floor load 

Loading goods

Elevator

(Wheelchair) accessibility 

Columns

Catering 

Daylight

Darkening   

Electricity  

Lighting 

Hanging options

U-shape set up 
Boardroom 
Diner 
Reception

•

17,222 sq.ft.
Ceiling height is 5.6m. An area of 60 m2   in front of emergency exit F.21 has a  lowered ceiling 
of 2.90m height

Concrete floor
Flexible wall between public area and Park Foyer with four double doors. 
Door dimensions 1.98 x 2.30m

1,000 kg/m². Please not that the maximum floor load in hall 8 is 3,000 kg/m2

Glass elevator next to escalator

The Park Foyer is situated on level +1. Accessible  via elevator near the stairs and escalator

Via webshop or your accountmanager. 

Water/electricity/data in outlets. 56 outlets in total with each 2 x 220V, 4 data and 1x63amp   

-
-

-

-

1440

Yes

Yes

Yes

Yes

Yes
Yes

Yes
Yes

The Park Foyer can be darkened with blackout curtains. Between Park Foyer and hall 8 
darkening with automatic blinds.

Options to fit rigging  

-
-

-

One colum 0.34x0.34cm at the end of the Park Foyer

LED line lighting 

Loading doors hall 8
South side loading door number 8.5 > 7.25 m x 5.80 m 
South side loading door number 8.8 > 7.25 m x 5.80 m 
South side loading door number 8.10 > 7.25 m x 5.80 m
Or via loading area and emergency door number F.21
Three openings with sliding doors and emergency exit doors between Hall 8 and Park Foyer. 
6.25 wide and height 3m. Two openings between Hall 8 and Park Foyer with electronic blue 
shutters. Height 4.1m



No

TECHNICAL FACILITIES 

Beamer 

Projection screen

Flatscreen

Network Yes

Soundsystem 

Technical room 

Translation booth 

Stage

Stage lighting 

Lighting truss

FACILITIES NEARBY  

Lounges, meeting room 

Cloakroom 

Toilets 
First Aid Post

Parking

Hall 8, hall 7, F001, F002, F003, F004, F005

On the ground floor there is a fixed cloackroom or it can be place in the Park Foyer on request

Near the cloakroom on level +0 or in hall 8  
Entrance F, level +0 (near the toilets)

P3

SPECIFICATIONS

RAI wifi is the public wifi in the Congress Centre and organisers offices. It is suitable for meetings 
and conventions hosting up to 1,500 visitors per day. RAI wifi supports basic intern usage, such as 
e-mailing, browsing and social media (max 2 Mbps per device) - and is not suited for the use of 
event apps, heavy downloading or for use during interactive sessions, workshops, voting or 
comparable functions. Visitors can connect to the network by switching on wifi on their device 
and selecting the 'RAI wifi' network. Automatically a page will be displayed where the user has to 
accept our Terms & Conditions.

Yes

No

No

No

No

No

No

No

No

Yes

Yes
Yes

Yes

Stage can be placed on request

Stage lighting can be placed on request




