
GENERAL SPECIFICATIONS

Level +2

D 

210 m2 

+

500 kg/m2 
+

+

+

+

+

+

+

Entrance
Surface
Length x width x height 
Furnishing
Door
Maximum floor load 
Loading goods
Elevator
(Wheelchair)accessibility 
Pillars 
Catering 
Daylight

Shading/blackout
Elektricity
Lighting 
Climat control 

Suspension 
Extra 

CAPACITY 
Theatre setup

Training setup

Cabaret setup
U-shaped setup 

Boardroom setup 

Dinner setup 

Reception

m2 sq. ft.

inspiring
people

Room D201-D202 Entrance D, 2nd floor

 210 2260  

options

+

* 

+

+

-

60

-

 60  198  72  126  54

2260 sq ft

8.8 x 22.6 x 7 m

Curtains and carpeting. 

2 double doors, 2.20x1.70m

Via entrance D. Goods elevator on right in entrance. Max 2500 kg. 2.10x2.00x2.30 (wxdxh) 
2 elevators max 13 persons or 1000kg.  Measures 1.00x2.10x2.25
Via elevator entrance D  
No pillars

Via the meetingwebshop or your account manager 

Blackout curtains and screens via control panel. Control panel opposite the entrance
Electricity via utility pit (4 pits) in floor

Lights are dimmable via control panel 
Climate control panel near entrance doors (left side). Climate variable +/- 3 degrees
The walls are not suitable for hanging posters and the like
Room D201 and room D202 can be hired separate 

 198

 72

 126

 54

Daylight available

 104

 104



TECHNICAL FACILITIES  

Beamer 

Projection screen

Flatscreen

Network +

Sound system 

-

-

Technical area 

Translation cabins 
Stage
Stage lighting 
Lighting truss -

+

+

+

Elicium Ballroom, Room D203, D204

Cloackroom available on request
Toilets availabele opposite room D202 and D203 
First Aid station on level -1 near business centre
P2

FACILITIES NEAR THE ROOM        

Lounges, meeting rooms 

in vicinity

Cloackroom 

Toilets

First Aid station

Parking

+

+

-

-

-

+

+

SPECIFICATIONS

Type: Panasonic PT-FRZ60B 6000 Ansilumen HDMI

Projection size: 3400 x 2375.  Screen size 4000x2500. 
Control panel opposite entrance door (on-button)

RAI wifi is the public wifi in the Congress Centre and organisers offices. It is suitable for 
meetings and conventions hosting up to 1,500 visitors per day. RAI wifi supports basic 
intern usage, such as e-mailing, browsing and social media (max 2 Mbps per device) - and is 
not suited for the use of event apps, heavy downloading or for use during interactive 
sessions, workshops, voting or comparable functions. Visitors can connect to the network 
by switching on wifi on their device and selecting the 'RAI wifi' network. Automatically a 
page will be displayed where the user has to accept our Terms & Conditions.

100 ceiling speakers | Bose 440 amplifier | Macky 1402 soundtable

Stage can be setup on request

+




